
Trelleborg Marine AND INFRASTRUCTURE TRELLEBORG.COM/MARINEANDINFRASTRUCTURE

Project Requirements

Type of faciliTy

oil   Gas   product   Bulk   
other
please specify:   

environmenTal condiTions Min Max

operating temperature range: oc to oc

zoninG

Hazardous area   non-hazardous area   Both hazardous & non-hazardous   
(specify which hook units)

foundaTion

concrete (standard)   steel (bolt down base)   steel (weld down base)   

remoTe release sysTem

required – electrical   required – hydraulic   not required   future requirement   

Quick Release Hook
Hook size sTaTe numBer of uniTs required

Tonnes single double Triple quadruple Back to 
Back

<ex’d>* 
With ex’d’ 
capstan

<ex’d>* 
With non 
ex’d’ 
capstan

Without 
capstan

proof load 
150% or 
125%

45

60

75

100

125

150

other

load moniTorinG sysTem

required   not required   

future requirement   

*Ex’d means flameproof (explosion proof)



TRELLEBORG MARINE AND INFRASTRUCTURE TRELLEBORG.COM/MARINEANDINFRASTRUCTURE

poWer supply

specify voltage 3 phase: v specify voltage single phase: v specify frequency: Hz

line speed (meTers per minuTe)

30 (standard)   other please specify:

operaTion

reversible with brake (standard)   non-reversible with back-stop bearing   

opTions (Hooks insulaTed from jeTTy)

required   not required   

furTHer deTails availaBle from

name Tel

company fax

position mobile

address email

Web

oTHer requiremenTs – please specify

please supply sTrucTural draWinGs

line pull capaciTy (Tonnes)

1.0   1.5   2.0   3.0   
other
please specify:  

You may send in your project requirements to: marine_infra@trelleborg.com


