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Reduces vibration 
and improves coring 
efficiency

GENERAL

4" - 60" core drill capacity  
Rugged heavy construction
Left or right hand control, field configurable
Optional V-Rail traversing system for multiple turntables
Single spindle 

POWER UNIT

20 HP heavy-duty power/control unit with premium quality 
components (Barnes pump, Baldor motor)
Unit can be field configured for left or right hand control  
Digital turntable and elevation display
Hour meter  
Rugged Gresen heavy-duty equipment valves 
Hydraulic Auto-Feed System  
Optional Smart-Kor automatically retracts core drill and tracks 
coring

Hydrokor® V’s rugged, reliable 
design with improved structural 
stiffness and higher mass provides 
greatly reduced vibration and 
improved coring efficiency. 

The Hydrokor® V uses proven  
“off-the-shelf” technology to 
reduce maintenance cost and 
speed repair times. Everything  
from the standard hydraulic  
valves to the bearings can be 
sourced through local suppliers. 

For greater flexibility, the  
Hydrokor® V can be configured  
for multiple turn tables and large 
117" turntables. 

Hydrokor® VIn-plant Coring Machine



ELEVATION FRAME

14 inch extended height standard.  
Drill center line to manhole positioner is  
8 inch - 74 inch (66 inch net stroke)
2 Hydraulic Cylinders for rapid elevation adjustment. 
Counter-balance safety valve for fail-safe operation
Solid elevation posts for improved stiffness and 
reduced vibration
Replaceable high-performance UHMW bearings
Optional core bit hoist

FEED FRAME

48-inch feed with Hydraulic Cylinder
V-groove rollers with heavy-duty,  
double-taper bearings
Extra-heavy 22 pound per foot steel rail frame

OPTIONS

Traversing Capability for:

■ Offset hole coring
■ Double Turntables
■ Open Floor Coring

DRIVE TRAIN

Ultra solid drive platform made of 3" solid steel  
for smooth coring
Heavy-duty water swivel with ball bearing 
construction and replaceable seals
Four-Speed Heavy-Duty Funk/John Deere® HMD 
12700 transmission
Heavy-duty Seal Master main bearings

TURNTABLE

4-inch tall positioners allow structures to be lifted  
on and off with a forklift
Independent 90-inch diameter turntable design 
allows for flexible configurations
Direct Drive Encoder System for turntable digital 
readout
Optional 117" turntable for 96/9 manholes

SAFETY

Equipped with light curtains to protect personnel

Kor-Stop System stops bit rotation nearly instantly
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